furniture. Associated power will be required consisting of one duplex power receptacle for
every data drop provided.

To provide universal access 1o power and data cennections, wall-mounted receptacles and
b outlets can be instatled no less than 15" above the finished floor for forward reach access

and no less than 9” above the finished floor for side reach access, with a minimum of

30"wide x 48"deep clear floor space. If no alternatives are provided to receptactes mounted
at 6" above the work surface on the back wall of a carrel, the depth of the work surface
cannot exceed 24" for a side reach or 25" for a forward reach at accessible locations.

st

The Spanish Language Collection will be supervised from the Circulation Desk and/or the
Reference Desk. The bookstack and seating area should be laid out to optimize visual
supervision, however it may not be possible to have all areas visible to staff at the desk. Any
areas not easily observed by desk staff may require monitoring by a security camera.

Required signage includes a major area directional and identification sign which can be seen
from the Lobby, Circulation Desk, OPAC Area, and Reference Area. This directional sign
{“Spanish Language Collection™) must be wall-mounted or celling hung at least 80" high
when suspended overhead on a path of travel and must have characters and numbers that
are appropriately sized according to the viewing distance, but no less than 3” in height.
Characters must have a width-to-height ratio of between 3:5 and 1:1 and a stroke width-to-
height ratio between 1:5 and 1:10; must contrast with their background; and must be in a
matte, eggshell, or other non-glare finish.

Signage requirements may Include directional signs for major collection categories, such as
“Novellas.” A changeable insert sign system is required for stack end panels. Shelf face
sign carriers may be required.

Additional requirements include fire and life safety lighted exit signs, and may include a
building floor directory or stack location map, pictogram flag signs in traffic paths for

b elevators or rest rooms, restriction signs (e.g., “Emergency Exit Only — Alarm will Sound”),
changeable and permanent information signs (e.g., “Please Do Not Reshelve Library
Materials"), and donor recognition plaques.

UNIT  UNIT EXTENDED
QrY Sq.Ft.  Sq.Ft

Description of Shelving Units

36" Aisle DF 45"H Steel Shelving W/ 6 Shelves 5 18 90
$70 Spanish Language Reference
36" Aisle SF 90"H Steel Shelving Wi 7 Shelves 6 12 72
1985 Spanish Language Fiction
36" Alsle SF 90"H Steel Shelving Wi 7 Shelves Ky | 12 372
5168 Spanish Language
44" Alsle SF 66"H Magazine Display Shelving WI3 Shelves 3 14 42

25 Current Spanish Language Magazines
Description of Furniture & Equipment Units

Chair, Lounge 4 35 140
Chair, Task 1 0 0
Computer, Public Desktop 1 0 0
(_/ Technology Carrel 1 40 40
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The primary function of the Staff Services Division is to provide support for the entire staff of
the library. This Division includes a Staff Lounge with a Kitchenette, Staff Rest Rooms.

bt

i et L e
The Staff Services Division should be easily accessible from most staff areas and removed from
the public areas of the library. It is a prime candidate for location in the back of house areas of
the library. This Division should be in the general proximity of Administration or at least easily
accessible.

PROXIMITY:
Administration
Technical Services

=k

Staff Lounge 438

Staff Rest Rooms N/A ‘
- T,OIEL: - 438
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This room Is for the staff to relax and prepare meals in during breaks, lunch, and‘dinner.
This area should be comfortable, quiet and relaxing.

Staff Seats: 12

The Staff Lounge should be adjacent to the Staff Rest Rooms, which should not open
directly into the Staff Lounge. The Staff Lounge should be close to the Staff Entrance, and
in proximity to the Custodial Sink and Supply Closet.

ADJACENT:

Kitchenette

Staff Rest Rooms
CLOSE:

Custodial Sink & Supply Closet
PROXIMITY:

Reception & Waiting Area (Administration)
Staff Entrance
Technical Services Workroom

it is not anticipated that this area would expand oi"éh'énge bhrbo;e.

Exterior windows are required, and a pleasant view highly desirable. Exterior windows in
staff areas should be provided with roller shades or other light control devices. Staff areas
may have operable windows

In keeping with the room’s purpose, finishes should be soothing and informal. This area will
not have the heavy use of the public areas.

CEILING:
Acoustical tile

WALLS:
Paint (Latex semi-gloss recommended); Vinyl or carpet cove base;
Tackable surface

FLOOR:

Anti-static carpet tile or anti-static carpet with enhanced backing
(No carpet pad permitted); Vinyl tile in front of the kitchen unit

gﬁﬁﬁm S
The Staff Lounge will be accessible by means of a 36" minimum aisle. The accessible aisle
requirement is increased in increments of 1 2" per 5 in distance to the nearast exit, cross
aisle, or foyer. If an accessible aisle is less than 60" wide, then turning and passing spaces
of 60" by 60" must be located at any obstruction and at reasonable intervals not exceeding
200". Corridors which serve an occupancy load of 10 or more must be a minimum of 44"
wide,

A 38" wide door with a minimum clearance of 32" is required. Interior doors can require no
more than § pounds of pressure to operate with hardware mounted no higher than 48"
ahove the finished floor. Thresholds cannot exceed ¥:” in height.

The sink faucets must be the lever type, electronically activated, or approved self closing
valves with a minimum 10 second flow. Faucets must be operable with a single hand and
not require any twisting of the wrist, pinching, or tight grasping. A maximum of 5 pounds of
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force can be required to operate the faucets.

It is recommended, but not required, that a minimum of 30" of counter next to the sink be no
higher than 34" and that the sink area should be no higher than 34" above the finishad floor,
Additionally a clear 19" depth for knee clearance, no sharp objects under the sink, and

properly insulated hot water pipes and drains are strongly recommended. It is also ;
recommended that if fixed storage cabinets, drawers, or lockers are provided, that at least i
one of gach type comply.

Si na ewill meet aII accessibility requirements as o tlined in the Signa e Spa

Dl

The Staff Lounge can become somewhat noisy durlng break and meal times. Good
acoustical control is important in order to keep the noise from carrying into public areas and
vice versa. Standard acoustical dampening strategies must be utilized. Adequate sound
isolation must be provided through the use of acoustic ceilings, floors and wall treatment.
The primary strategy for noise control will be to locate this space away from offices,
workrooms, meeting and conference rooms, collection and reader seat areas, and other
areas requmng qmet |

Separate temperature control is reqwred Comfort level to be set at 68° to 72 durlng
heating and 72° to 78° during cooling for energy savings. Relative humidity at 30 to 60%
and ventilation at 10 to 12 cubic feet per minute per person with 3 to 10 air exchanges per
hour. Ventilation must keep cocking odors from spreading through the library. Commercial
fume hood may be required if cookiop is included in the Staff Lounge. HVAC vents should
be located to avoid drafts on occupants.

A combination of natural mcandescent and fluorescent lighting to provide a soft, warm
ambient light. Task lighting should be provided to supplement light levels over the tables
and with table lamps on the end tables, Lighting should be zoned so that a portion of the
fixtures can be turned off for energy savings when natural lighting is available or when lower
levels of lighting are desrrable

One standard duplex communlcations outlet (one voice and one data) co- Iocated wrth
associated power distributed on at least three of four available walls coordinated with the
furniture layout mounted at 15" above the finished floor.

4 This is a staff only area which requires a mechanlcal lock and key. electronic keypad, or
magnetic card reader to control access. This area is not accessible to the public.

Requ:red srgnage mcludes a permanent room |dent|f|cat|on srgn (f Staff Lounge or ) Staff
Only™) wali-mounted on the latch side of the door at 60" above the finished fioor with 1/32”
raised uppercase sans serif characters accompanied by Grade |l Braille. Additional signage
requirement includes room identification number as assigned by facilities staff.

UNIT  UNIT EXTENDED
QTY Sq.Ft.  Sq.Ft.

Description_of Furniture & Equipment Units

Bulletin Board 1 0 0
Cabinets, Above Counter 4 0 0
Cabinets, Below Counter 4 0 0
Chair, Café 8 0 0
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UNIT  UNIT EXTENDED
QTY Sq.Ft.  Sq.Ft.

Chair, Staff Lounge
Clock

Coat & Hat Rack
Coffee Maker/Urn
Coffee Thermos
Dishwasher

Locker

Microwave Oven

Paper Towel Dispenser
Recycling Bin
Refrigerator

Sink

Sofa (2 Seat)

Table, Café

Table, Coffee
Telephone Handset
Toaster Oven

TV Monltor, 20"
Workstation, Food Preparation Counter

2 35 70
1 0 0
1 20 20
1 0 0
1 0 0
1 15 15
3 5 15
1 0 0
1 0 0
1 15 15
1 20 20
1 18 18
1 55 85
2 65 130
1 50 50
1 0 0
1 i 0
1 0 0
1 30 30
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This space will provide rest rooms exclusively for the library staff with an appropriate number
of fixtures based upon the size of the staff and the local code requirements. There should
be separate rest rooms for men and women.

The Staff Rest Rooms should be adjacent to the Staff Lounge but should not open directly
into the lounge. They should also be close to the Staff Kitchenette and the Custodial Sink
and Supply Closet. The Rest Rooms should not be accessible to the public.

ADJACENT:
Staff Lounge
CLOSE:

Custodia) Sink & Supply Closet
Kitchenette

P e
This space requires minimal or no flexibility unless ADA accommodation requirements
change.

=

Finishes must be durable, non-slip and iow maintenance,

CEILING:

Water resistant gypsum board with chemical resistant latex paint
WALLS:

Glazed ceramic tile or partial tile and water resistant wall board
FLOOR:

Unglazed ceramic tile with dark grout; Floor drain
FIXTURES:

Sinks: Self-activated

Commodes: Self-activated, wall hung

Accessible sanitary facilities must be provided for staff. If separate staff rest rooms are
provided for each gender, then separate and accessible facilities must also be provided for
staff of each gender. If unisex facilities are provided, at least one accessible unisex facility
will also be provided within close proximity to the non-accessible facility.

The rest rooms will be accessible by means of a 36" minimum aisle. Greater distances to
an exit, cross aisle, or foyer increase the accessible aisle requirement in increments of 1 %"
per &' in length. If an accessible aisle is less than 60" wide, then turning and passing spaces
of 60" by 60" must be located at any obstruction and at reasonable intervals not exceeding
200", Corridors which serve an occupancy load of 10 or more must be a minimum of 44"
wide. A 36" wide door with a minimum clearance of 32" is required. Interior doors can
require no more than 5 pounds of pressure to operate with hardware mounted no higher
than 48" above finished floor. Thresholds cannot exceed %" in height.

The top of the toilet seat must be 17" to 19" above finished floor. The toilet paper dispenser
must be located a minimum of 19" high, within 12" of the front edge of the toilet seat, and
provide a continuous paper flow. Side (minimum 42" long} and rear (minimum 36" long)
grab bars, which will support at least 250 pounds, are mounted at 33" above the fioor.

The lavatory sink height should not exceed 34" and a knee clearance of 29" will be
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provided. Paper towel dispensers and automatic hand dryers must meet forward and side
reach requirements. The sink faucets must be the lever type, electronically activated, or
approved self-closing valves with a minimum 10 second flow. Faucets must be operable
with a single hand and not require any twisting of the wrist, pinching, or tight grasping. A
maximum of 5 pounds of force can be required to operate the faucets.

Audible and visual emergency warning alarms are required. Signage will meet all
accessibility requirements as outlined in the Signage Space Detail.

rest robfns. Automatic hand dryers
ace

Temperature to be controlled at 68° and 72° when heating and 72° to 78° when cooling for
energy savings. Provide an adequate supply of exhaust and intake air to promote comfort
and protect health, with a minimum of 12 air exchanges per hour,

At s

Warm lighting with bright lighting for mirrors. Consider occupancy sensors or motion
detectors for energy savings.

This is a staff only area which requires a mechanical lock and key, electronic keypad, or
magnetic card reader to control access, unless it is located within a secured staff area.
Restrooms will be supervised by staff.

i % . .
Required signage includes a door-mounted geometric identification symbol to identify Men's
{Equilateral friangle 4" thick with edges 12" long peinting upward), Women’s (12" diameter
circle %" thick), or Unisex facilities (12" diameter circle with %" thick triangle superimposed
within the circle), which contain no pictogram or letters, centered on the rest rcom door 60"
above the floor in a color which distinctly contrasts with the color of the door.

Additional required signage includes a universal pictogram {white figures on a blue
background) and the universal symbol of accessibility ; and a verbal description of the room
placed immediately below the accessibility symbaol ("Staff”, “Unisex”, “Men” or “Women”)
wall-mounted 60" above the finished floor adjacent to the latch side of the door. Characters
on the wall-mounted signs must be 1/32” raised uppercase sans serif type accompanied by
Grade |l Braille. Additional signage includes a room identification number as assigned by
facilities staff.

UNIT  UNIT EXTENDED
QTY Sq.Ft Sq. Ft.

Description of Furniture & Equipment Units

Commode 3 0 0
Hand Dryer 2 0 0
Mirror 2 0 0
Paper Towel Dispenser 2 0 0
Sink And Counter 2 0 0
Soap Dispenser 2 0 0
Stall 3 0 0
Urinal 1 0 0
A Libris DESIGN Building Program City of National City/National City Public Library
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The primary function of the Technical Services Division is to provide work space and offices for
the technical services personnel necessary to implement the library's service program. This
Division is where library books and materials are purchased and processed before going to the
public bookstacks.

Careful attention must be given to the workflow of the Technical Services process. It is critical
to the library's ability to provide access to up-to-date materials collections for this division to
operate at maximum efficiency. A poorly designed Technical Services Division will result in
significant increases in operational costs that will negatively impact the library's operating
budget.

Materials flow from Acquisitions to Cataloging to Processing and from there to public sheving.

The Technical Services Division should be located in the back-of-house near service and
delivery entrances, or on a secendary floor in a multi-story building, close to elevators to the
Shipping and Receiving and Loading Dock Areas. In a multi-story building, a staff-only
elevator between the two is recommended. The Technical Services Division should also be
located in proximity of the Staff Lounge and Staff Entrance.

The work areas in the Technical Services Division include acquisitions, cataloging, processing,
mending and storage of books and materials.

PROXIMITY:
General Building Services
Staff Services

Acquisitions 197

. Cataloging 312
. Mending & Processing 446
' Technical Services Office 129
' Technical Services Storage 210
| ~ TOTAL: 1,294
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Primary function of this division is the purchasefacquisition of all library materials. Materials
orders are checked for accuracy and placed either online or by mail. Materials are received,
checked against packing lists and invocies processed. Aquisitions needs adequate space
for receiving large shipments of materials.

Staff Office Workstations: 1

AéqU|S|t|onérkarea s‘o'uld‘ be adjacent to Cataloging, Mendihg aﬁd Processing,
Technical Services Office and Technical Services Storage.

ADJACENT: Cataloging
Mending and Processing
Technical Services Office
Technical Services Storage

This area ma;( need to be exanded, or different function placed here if it moves. To that

end, flexibility should be a goal, and a potential expansion plan would be wise
25 i T e i L A pa G

Although natural light is desirable in this space, east and west facing windows are to be
avoided. Exterior windows may require roller shades or other fight control devices.
Computer screens and workstations should be placed at right angles to any windows that
may cause glare.

The floor finishes must be stain resistant, dirt repellant, durable, attractive and as
maintenance free as possible since they will get very heavy traffic. Wall finishes should be
mark resistant, aftractive, durable and easy to clean.

CEILING:
Acoustical tile
WALLS:
Paint {Latex semi-gloss recommended; Sisal, Vinyl, or
Fabric wall covering; Corner guards for columns and walls; Hanging frack;
Vinyl or carpet cove base
FLOOR:
Anti-static carpet tile or heavy weight commercial anti-static carpet
with enhanced backing (No carpet pad permitted); Vinyl or tile floor
ound any water fountains

Storage and supply rooms must be accessible by a 36" aisle. A storage room requires a
36" wide door with a minimum clearance of 32". Doors to a supply room can be 20" wide if
full access to the room is not required. Interior doors can require no more than 5 pounds of
prassure to operate with hardware mounted no higher than 48 above finished floor.
Thresholds cannot exceed 2" in height. Signage will meet all requirements as outlined in
the Signage Space Detail

This is a somewhat noisy area, because of occasional conversations between staff.
Adequate sound isolation must be provided through the use of acoustic ceiling, floor and
wall treatment.
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Separate temperature control is required. Comfort level to be set at 68° to 72° during
heating and 72° to 78° during cooling for energy savings. Relative humidity at 30 to 60%
and ventilation at 10 to 12 cubic feet per minute per person with 3 to 10 air exchanges per
hour. HVAC vents should be located to avoid drafts on occupants

Minimum 30 to 40 foot candles of ambient light supplemented by task Ilghtmg prowdlng at
least 50 foot candles at the workstations. Standard non-glare office lighting, such as deep-
cell parabolic fluorescent fixtures with semi-specular aluminum louvers, is acceptable.
nghtmg should be zoned S0 that a portlon of the fixtures can be turned off for energy
Iower Ievel of li ght ng are desirabi

Provide one standard quad communications outlet (two voice and lwo data) co-located WIth
associated power at the primary workstation location, mounted on the wall 6" above the desk
or 15" abave the finished floor; and one standard quad communications outlet (two voice
and two data) co-located with associated power on the opposite wall.

To provide universal access to power and data connections, wall-mounted receptacles and
outlets can be installed no less than 15" above the finished floor for forward reach access
and no less than 9” above the finished floor for side reach access, with a minimum of 30"
wide x 48" deep clear floor space. If no alternatives are provided to receptacles mounted at
6" above the work surface, the depth of the work surface cannot exceed 24" for a side reach
or 25" fora forward reach at accessible Iocattons

T g@! 3 3s -
Thisis a staff offnce which requires a mechanical lock and key, electronic keypad or
magnetic card reader to control access.

Required signage includes a permanent room identification sign (“Acquisitions” or "Staff
Only"y wall-mounted on the latch side of the door at 60" above the finished floor with 1/32”
raised uppercase sans serif characters accompanied by Grade Il Braille. Additional signage
requirement includes room identification number as assigned by facilities staff.

A :
UNIT  UNIT EXTENDED
QTY Sq.Ft.  sq.Ft.

Description of Furniture & Equipment Units

Book Truck 5 10 50
Bulletin Board 1 0 0
Calculator 1 0 0
Chair, Task 1 0 0
Clock 1 0 0
Computer, Staff Desktop 1 0 0
File Cabinet, Vertical (Four Drawer) 1 14 14
Printer, Ink-Jet (B&W) 1 0 0
Supply Cabinet 1 18 18
Telephane Handsat 1 0 0
Workstation, Acquisitions Counter 1 30 30
Workstation, Acquisitions Office System 1 50 50
Workstation, Shipping & Receiving Counter 1 35 35
A Libris DESIGN Building Program City of National City/National City Public Liorary
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All library materialare catalo,c}ued in this work area. Adequate shel\.'f'ing neede 'to be
provided to sort and store materials waiting to be catalogued. Workstations need access to
the library's circulation system, as well as online resources.

Staff Workstahons 2

Cataloging work area should be adjacent to Acquisitions, Mendmg and Processmg,
Technical Services Office and Technical Services Storage.

ADJACENT: Acquisitions
Mending and Processing
Technical Services Office
Technical Services Storage

This area may need te be expanded, or a different function placed here if it 'mo'ves. To that
end, flexibility should be a goal, and a potential expansion plan would be wise.

Although natural light is desirable in this space, east and west facing windows are to be
avoided. Exterior windows may require roller shades or other light control devices.
Computer screens and workstations should be placed at right angles to any windows that
may cause glare

The floor finishes must be stain resustant dirt repellant, durable, attract:ve and as
maintenance free as possible since they will get very heavy traffic, Wall finishes should be
mark resistant, attractive, durable and easy to clean.

CEILING:
Acoustical tile
WALLS:
Paint (Latex semi-gloss recommended; Sisal, Vinyl, or
Fabric wall covering; Corner guards for columns and walls; Hanging track;
Vinyl or carpet cove base
FLOOR:
Anti-static carpet tile or heavy weight commercial anti-static carpet
with enhanced backing (No carpet pad permitted); Vinyl or tile floor
around any water fountains

Work areas must be accessible by a 36 a:sle A storage room requures a 36" wide door
with a minimum clearance of 32”. Doors to a supply room can be 20” wide if full access to
the room is not required. Interier doors can require no more than 5 pounds of pressure to
operate with hardware mounted no higher than 48" above finished floor. Thresholds cannot
exceed ¥2" in height. Signage will meet all requirements as outlined in the Signage Space
Detail.

This is a somewhat noisy area, because of occasional conversations between staff,
Adequate sound isolation must be provided through the use of acoustic ceiling, floor and
wall treatment.

Separate temperature control is requared Comfort Ievel to be set at 68° to 72° dunng
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heating and 72° to 78° during cocling for energy savings. Relative humidity at 30 to 60%
and ventilation at 10 to 12 cubic feet per minute per person with 3 to 10 air exchanges per
hour. HVAC vents should be located to avoid drafts on occupants.

Minimum 30 to 40 foot candles of ambient light supplemented by task lighting providing at
least 50 foot candles at the workstations. Standard non-glare office lighting, such as deep-
cell parabaolic fluorescent fixtures with semi-specular aluminum louvers, is acceptable.
Lighting should be zoned so that a portion of the fixtures can be turned off for energy
savings when natural lighting is available or when lower levels of lighting are desirable.

i SRt
Provide one standard quad communications outlet {two voice and two data) co-located with
associated power at the primary workstation location, mounted on the wall 6" above the desk
or 15" above the finished floor; and one standard quad communicatians outlet (fwo voice
and two data) co-located with associated power on the opposite wall.

To provide universal access to power and data connections, wall-mounted receptacles and
outlets can be installed no less than 15" above the finished floor for forward reach access
and no less than 9" above the finished floor for side reach access, with a minimum of 30"
wide x 48" deep clear floor space. If no alternatives are provided to receptacles mounted at
6" above the work surface, the depth of the work surface cannot exceed 24” for a side reach
or 25" for a forward reach at accessible locations.

s

This is a staff office which requires a mechanical lock and key, electronic keypad, or
magnetic card reader to control access.

e e
red signage includes a permanent room identification sign {“Cataloging” or “Staff

Requi

Only”) wall-mounted on the latch side of the door at 60" above the finished floor with 1/32"
raised uppercase sans serif characters accompanied by Grade |l Braille. Additional signage
requirement includes room identification number as assigned by facilities staff.

b BT

"UNIT  UNIT EXTENDED
QTY Sq.Ft.  Sq.Ft.

Description of Furniture & Equipment Units

Bar Code Reader, Hand-Held 2 0 0
Book Truck 5 10 50
Cabinets, Above Counter 4 0 0
Cabinets, Below Counter 4 0 0
Calculator 1 0 0
Chair, Task 2 0 0
Clock 1 0 0
Computer, Staff Desktop 2 0 0
Printer, Ink-Jet (B&W) 2 0 0
Recycling Bin 2 15 30
Shelving, DF 20"h Steel W/14 Shelves 2 18 36
Shelving, SF 84"h Steel W/ 6 Shelves 4 12 48
Supply Cabinet 1 18 18
Telephone Handset 2 0 0
Workstation, Cataloging Counter 1 30 30
Workstation, Cataloging Office Systam 2 50 100
A Libris DESIGN Building Program City of National City/National City Public Library
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This area is where all library materials are processed(covers labels, stc.)before crrculatlon
Processing needs a large area to accommodate handling of oversize materials.

This area also provides space and materials for the library's collections to be maintained and
mended. Storage space for materials to be sent to the bindery must be prowded

Staff Workstations: 2

| Mendmgand Processrng work area should be adjacent to Acquisitions, Cataloglng.
Technical Services Office and Technical Services Storage.

ADJACENT: Acquisitions
Cataloging
Technical Services Office
Technical Services Storage

This area may need to be expanded or a drfferent functlon placed here i |t maves. To that
end flexrbillty should be agoal and a potentlal expansion plan would be wise.

Although natural light is desrrable in thls space, east and west facing windows are to be
avoided. Exterior windows may require roller shades or other light contro! devices.
Computer screens and workstations should be placed at right angles to any windows that
may cause glare

The floor frnrshes must be staln re5|stant dirt repellant, durable attractlve and as
maintenance free as possible since they will get very heavy traffic. Wall finishes shouid be
mark resistant, attractive, durable and easy to clean.

CEILING:
Acoustical tile
WALLS:
Paint (Latex semi-gloss recommended; Sisal, Vinyl, or
Fabric wall covering; Corner guards for columns and walls; Hanging track;
Vinyl or carpet cove base
FLOOR:

Anti-static carpet tile or heavy weight commercial anti-static carpet
with enhanced backing (No carpet pad permitted); Vinyl or tite floor
~ around any water fountains

Work areas must be accessible by a 36" aisle. A storage room requires a 36" wide daor
with a minimum clearance of 32”. Doars to a supply room can be 20" wide if full access to
the room is not required. Interior doors can require no more than 5 pounds of pressure to
operate with hardware mounted na higher than 48" above finished floor. Thresholds cannot
exceed ¥2" in height. Signage will meet all requirements as outlined in the Signage Space
Detall

This is a somewhat noisy area, because of occasional conversations between staff.
Adequate sound isolation must be provided through the use of acoustic ceiling, floor and
wall treatment.

M A Libris DESIGN Building Program City of National City/National City Public Library

Report Printed an: ~ 06/12/2002 Page 5-203




Separate temperature control is required. Comfort level to be set at 68° to 72° during
heating and 72° to 78° during cooling for energy savings. Relative humidity at 30 to 80%
and ventilation at 10 to 12 cubic feet per minute per person with 3 to 10 air exchanges per
hour. HVAC vents should be located to avoid drafts on occupants.

Minimum 30 to 40 foot candles of ambient light supplemented by task Ilghtmg providing at
least 50 foot candles at the workstations. Standard non-glare office lighting, such as deep-
celi parabolic fluorescent fixtures with semi-specular aluminum louvers, is acceptable.
nghtmg should be zoned so that a portion of the fixtures can be turned off for energy

is available or when lower levels of lighting are desirable

Provide one standard quad communications outlet (two voice and two data) co-located with
associated power at the primary workstation location, mounted on the wall 6” above the desk
or 15" abhove the finished floor; and cne standard quad communications outlet {two voice
and two data) co-located with associated power on the opposite wall.

To provide universal access to power and data connections, wall-mounted receptacles and
outlets can be instailed no less than 15" above the finished floor for forward reach access
and no less than 9” above the finished floor for side reach access, with a minimum of 30"
wide x 48" deep clear floor space. If no alternatives are provided to receptacles mounted at
6" above the work surface, the depth of the work surface cannot exceed 24" for a side reach
or 25" for a forward reach at accessible Iocations.

455

) This is a staff offlce whlch requares a mechanical lock and key, elecfromc keypad or
magnetic card reader to control access.

Required signage includes a permanent room identification sign (“Mending and Processmg
or “Staff Only”) wall-mounted on the latch side of the door at 60" above the finished floor with
1/32" raised uppercase sans serif characters accompanied by Grade 1l Braille. Additional
signage requirement includes room identification number as assigned by facilities staff,

UNIT  UNIT EXTENDED
QTY Sq.Ft.  Sq.Ft

Description of Furniture & Equipment Units

Book Truck 7 10 70
Chair, Task 2 0 0
Clock 1 0 0
Computer, Staff Desktop 1 0 0
Recycling Bin 2 15 30
Shelving, SF 84”h Stael W/ 6 Shelves 6 12 72
Sink 1 18 18
Supply Cahinet 2 18 36
Waorkstation, Mending Counter 1 35 35
Workstation, Mending Office System 1 75 75
Workstation, Processing Counter 1 35 35
Workstation, Processing Office System 1 75 75
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This is the office for the technical services administrator. This office will provide a
confidential space where staff evaluations can be performed and where the staff can
discuss confidential issues.

SRk

STAFF OFFICE WORKSTATIONS: 1

This office must be adjacent 1o the Technical Services Workroom.

ADJACENT:

Technical Services Workroom

No expansion or change in purpose is anticipated for this area, but sufficient flexibility should
exist to allow the systems area to expand into this space if required.

- =
Interior windows, which allow supervision of the Technical Services Workroom, are

required. Interior windows require shades, etched glass, or roller blinds so the public can
not see into this room. Natural light is desirable as long as it does not create glare on
computer screens. Exterior windows in staff areas should be provided with roller shades or
other light control device if needed. Staff areas may have operable windows.

Finishes should be welcoming, but professional in appearance. The walls
and carpet witl not have the heavy use of public areas, but must maintain a

quality appearance after many years of normal office use. Floor finish should be stain
resistant, dirt repellant, durable, and low maintenance. Wall finishes should be attractive,
durable, mark resistant, and easily cleaned.

CEILING:
Acoustical tile

WALLS:
Paint (Latex semi-gloss recommended), Glass window; White Board;
Tackable surfaces, Vinyl or carpet cove base; Hanging track

FLOOR:

Anti-static carpet with enhanced backing (No carpet

i
The Technical Services Office will be accessible by means of a 36” minimum aisle. The
accessible aisle requirement is increased in increments of 1 2" per 5’ in distance to the
nearest exit, cross aisle, or foyer. If an accessible aisle is less than 60" wide, then turning
and passing spaces of 60" by 60” must be located at any obstruction and at reasonable
intervals not exceeding 200'. Corridors which serve an occupancy lcad of 10 or more must
be a minimum of 44" wide.

A 38" wide door with a minimum clearance of 32" is required. interior doors can require no
more than 5 pounds of pressure to operate with hardware mounted no higher than 48”
above finished floor. Thresholds cannot exceed %" in height. Signage will meet
requirements as outlined in the Signage Space Detail.

The room should be as sound proof as possible so that conversations cannot be heard
outside the room. To achieve speech privacy, a slab-to-slab full height partition is required.
Ceiling tile must have a high sound isolation rating, and other sources of sound penetration,
including recessed electrical boxes, doors, window mullions and thickness of glass, wall
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thickness and air space, and ceiling system must be addressed. A sound masking system
may be necessary to achieve full speech privacy level
e vt i3 i SRy

S

Separate temperature control

375 G Sl

is required. Comfort level to be set at 68° to 72° during

heating and 72° to 78° during cocling for energy savings. Relative humidity at 30 to 60%
and ventilation at 10 to 12 cubic feet per minute per person with 3 to 10 air exchanges per
hour. HVAC vents should be located to avoid drafts on occupants.

e = B :
Minimum 30 to 40 foot candles of ambient light supplemented by task lighting providing at
least 50 foot candles at the workstation. Standard non-glare office lighting, such as deep-
cell parabolic fluorescent fixtures with semi-specular aluminum louvers, is acceptable
s TR i

Provide one standard quad communications outlet (two voice and two data) co-located with
associated power at the primary workstation location, mounted on the wall 6" above the desk
or 15" above the finished floor; and one standard quad communications outlet (two voice
and two data) co-located with associated power on the opposite wall.

To provide universal access to power and data connections, wall-mounted receptacles and
outlets can be installed no less than 15” above the finished floor for forward reach access
and no less than 9” above the finished floor for a side reach access, with a minimum of
30"wide x 48"deep clear floor space. If no alternatives are provided to receptacles mounted
at 6" above the worksurface, the depth of the worksurface cannot exceed 24" for a side
reach or 25" for a forward reach at accessible locations.

This is a staff office which requires a mechanical lock and key, electronic keypad, or
magnetic card reader to control access.

i %ﬁﬁ‘

Required signage includes a permanent room identification sign (“Technical Services
Qffice™) wall-mounted on the latch side of the door at 60" above the finished floor with 1/32”
raised uppercase sans serif characters accompanied by Grade Il Braille. This room
identification sign may include a sign carrier for posting schedules. Additional signage
requirement includes room identification number as assigned by facilities staff.

UNIT  UNIT EXTENDED
QTY Sq.Ft.  Sq.Ft

Description of Furniture & Equipment Units

Calculator 1 0 0
Chair, Department Head's 1 0 0
Chair, Visitor's 2 15 30
Computer, Staff Desktop 1 0 0
Desk, Department Head's 1 65 65
File Cabinet, Lateral {Five Drawer) 1 20 20
Lamp, Desk 1 0 0
Printer, Ink-Jet {Color) 1 0 0
Shelving, SF 84”h Wood W/ 6 Shelves 1 14 14
Telephone Handset 1 0 4
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i ik dedt

The area provides stora
Services Workroom.

staff will be access the room frequently.

ADJACENT:

Technical Services Warkroom

£

It is not anticipated that this area would expand or change purpose.

No windows required.

dat safet v 2

Minimal Xﬂmshés as this is not a public area and will only be used i)y staff.

CEILING:
Exposed structure or Acoustical tile
WALLS:

Concrete; Glazed and textured CMU; or Dry waill
FLOOR:

Sealed concrete; Vinyl tile; Carpet

e
T £ fery

Storage and supply rooms must be accessible by a 38" aisle. A storage room requires a
36" wide door with a minimum clearance of 32". Doars to a supply room can be 20" wide if
full access to the room is not required. Interior doors can require no more than 5 pounds of
pressure to operate with hardware mounted no higher than 48" above finished floor.
Thresholds cannot exceed 2" in height. Sighage will meet ail requirements as outlined in
the Signage Space Detail.
; G

it

“This is a somewhat msg} 'awrea, because of occasional conversations between staff.
Adequate sound isolation must be provided through the use of acoustic ceiling, floor and
wall treatment.

This spe will generéﬂ be é]o
i

rwded by ind

T

Int'erlorlghtingw p I‘Jéﬂ.‘la[ éirength fixtures which deliver a minimum of 30 to 40

foot candles at floor level. Consider occupancy sensors or motion detectors for energy
savings.

Provide one wall-mounted voice outlet {one voice) suitable for a wall-mounted telephone,
located near the door.

B e

et e e x ey Y fim S st o j
This is a staff anly area which requires a mechanical lock and key, electronic keypad, or
magnetic card reader to control access

Required signage includes a permanent room identification sign (“Storage Room” or “Staff
Only”) wall-mounted on the latch side of the door at 60" above the finished floor with 1/32”
raised uppercase sans serif characters accompanied by Grade |l Braille. Additional signage
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requirement inciudes room identification number as assigned by facilities staff.

UNIT  UNIT EXTENDED
QTY Sa.Ft.  Sq.Ft

Description of Furniture & Equipment Units

Shelving, DF 90"h Steel W/14 Shelves 5 18 90
Shelving, SF 90"h Steel W/ 7 Shelves 10 12 120
Stool, Kick-Step 1 0 0
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The WOWmobile Services Division provides library services to the community's 0-5 year olds
and their families and caregivers. The funding for this service may change, and the focus will
expand services to all age groups in the community. The services are important to the residents,

as transportation can be a barrier to library useage.

HEGEE

WOWMobile Services needs to be located near the loading dock of the library. The
WOWMobile staff will work with staff from Children's Literacy, Circulation and Technical
Services. This area should be near these divisions, or near to an elevator that will connect them
to the areas, as they will transport materials to and from the vehicle.

CLOSE:

Loading Dock
PROXIMITY:

Children's Library

Literacy Services
Circulation Services
Young Adult Services

WOWmobile Workroom 430
- TOT_AL:_ o 430
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This Workroom will provide workspace for the staff and volunteers of the bookmobrle
Materials designated for bookmobile circulation wilt be staged in this area. Staff will plan
bookmobile services and programming materials will be stored in the space. Staff will have
access to the circulation system from their workstations.

STAFF WORKSTATIONS: 2

The workroom éhduld be closeAtwo the elevatorwanamthe Techniclalll #rééessing Area and close
to Children's Services, Literacy Services and Circulation Services,

CLOSE: Technical Processing
Elevator
Children's Services
Literacy Services
Circulation Services

N
Sufficient flexlblllty should exist to allow the rearrangement and remodelrng of this space. It
is not expected that this area would need to be expanded

Natural light is desirable as long as it does not create glare. Exterior windows in staff areas
should be provided with roller shades or other light control devices. Staff areas may have
operable windows.

The floor finishes must be stain resmtanl dlrt repellant, durable, attractive and as
maintenance free as possible since they will get very heavy traffic. Wall finishes should be
mark resistant, attractive, durable and easy 1o clean.

CEILING:
Acoustical tile
WALLS:
Paint (Latex semi-gloss recommended; Sisal, Vinyl, or
Fabric wall cavering; Corner guards for columns and walls; Hanging track;
Vinyl or carpet cove base
FLOOR:
Anti-static carpet tile ar heavy weight commercial anti-static carpet
with enhanced backing (No carpet pad permitted); Vinyl or tile floor
around any water fountains

The ngmobtle Workroom will aessiblé by means of a 36" minimum aisle. The

accessible aisle requirement is increased in increments of 174" per 5’ in distance to the
nearest exit, cross aisle, or foyer. f an accessible aisle is less than 60” wide, then turning
and passing spaces of 60" by 60" must be located at any obstruction and at reasonable
intervals not exceeding 200°.

A 36" wide door with a minimum clearance of 32" is required. Interior deor can require no
more than 5 pounds of pressure to operate with hardware mounted no higher than 48"
above finished floor. Thresholds cannot exceed %2” in hei

A Libris DESIGN Building Program City of National City/National City Public Library
Report Printed o~ 06/12/2002 Page 5-210




Separate temperature control is required. Comfart level to be set at 680 to 72 o during
heating and 720 to 78 o during cooling for energy savings. Relative humidity at 30 to 60%
and ventilation at 10 to 12 cubic feet per minute per person with 3 to 10 air exchanges per
hour. HVAC vents should be located to avoid drafts on the occupants.

Minimum 30 to 40 foot candles of ambient light supplemented by task lighting providing at
least 50 foot candles at the workstations. Standard non-glare office lighting, such as deep-
cell parabolic fluorescent fixtures with semi-specular aluminum louvers is acceptable.
nghtmg should be zoned S0 that a portson of the fixtures can be turned off for energy
i Is of lighting are desirable

Provide one standard quad communications outlet (two voice and twe data) co-located with
associated power at each workstation position. The outlets should be mounted at 15" above
finished floor for desks that are adjacent to a wall. If modular furniture is used, the
communications cabling can be distributed via conduit and J-boxes with the communications
outlets integrated into the furniture; and one standard duplex communications outlet (one
voice and one data) with associated power at each printer and fax location.

To provide universal access to power and data connections, wall-mounted receptacles and
outlets can be installed no less than 15" above the finished floor for forward reach access
and no less than 9" above the finished floor for side reach access, with a minimum of 30"
wide x 48" deep clear floor space. If no alternatives are provided to receptacles mounted at
6" above the work surface, the depth of the work surface cannot exceed 24" for a side reach
or 25" for a forward reach at accessible locations.

This is a staff workroom which requires a mechanical lock and key, electronic keypad, or
~ magnetic card reade_zr to control access.

Required S|gnage includes a permanent room identification sign that says: “WOWmobile”.
The sigh should be wall-mounted on the latch side of the door at 60" above the finished floor
with 1/32 raised uppercase san serif accompanied by Grad |l Braille.

UNIT  UNIT EXTENDED
QTY Sq.Ft. Sg. Ft.

Description of Furniture & Equipment Units

Bar Code Reader, Portable 1 0 0
Book Truck 3 10 30
Bulletin Board 1 0 0
Cabinets, Above Gounter (Lockable) 6 0 0
Cabinets, Below Counter {Lockable) 6 0 0
Calculator 1 0 0
Chair, Task 3 0 0
Clock 1 0 0
Computer, Staff Desktop 2 0 0
File Cabinet, Lateral {Five Drawer) 2 20 40
Printer, Ink-Jet (Color) 2 0 Q
Shelving, SF 45"h Steel W/ 3 Shelves 2 12 24
Sink 1 18 18
Storage Cabinet 1 18 18
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UNIT  UNIT EXTENDED
QTY Sq.Ft Sq. Ft.

Table, Work 1 145 145
Telephone Handset 2 0 0
Workstation, Bookmobile Counter 1 55 55
Workstation, Bookmobile Office System 2 50 100
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The function of this division is to provide services to young adults (primarily ages 12 to 16) by
giving them a space in the library that they can call their own with collections and special study
areas. Because of the "in-between" age, young adults often fall through the cracks with respect
to library service. They are too old for the Children's Library, but frequently not mature enough
to utilize the services and collections of the main adult library. In this space, the needs of young
adults can be met with special collections, limited privacy, and the ability for young adults to
exchange ideas conversationally without disturbing other patrons or staff.

L

The Young Adult Services Division should be very close to the Audio-Visual Collection Area
since young adults will be heavy users of this collection. The YA Division should also be
relatively close to the Circulation Services Division so that staff can supervise the young
people. It should be in the proximity of the Reference Services Division to encourage youth to
begin to make use of reference collections and services. The Young Adult Services Area should
not be located too near the Children's Library since youth of this age are frequently trying to
separate themselves from the image of being children.

CLOSE:

Audio-Visual Library
PROXIMITY:

Circulation Services

Reference Services
AWAY:

Children's Library

Young Adult Collection & Seating 759 |
Young Adult Homewaork Center 145

. . TOTAL: . 904
- .A l:i;rlguDESJGN Building Program City of National City/National City Public Library
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and talk with their friends. There will be a good deal of interaction between the young
people, and the tables and chairs should be arranged to permit some socializing, (i.e.,
lounge seats should face one another, carrels should be sized to allow two teens to sit
together, etc.) This area shoutd be somewhat out of the way to keep the noise level from
disturbing other library patrons, however the space must be easily supervised by staff at the
nearest service desk.

b

' READER SEATS: 19
TECHNOLOGY WORKSTATIONS:

Young Adult Collection
Young Adult Current Magazines

The Young Adult Collection & Seating Area should be adjacent to both Study/Tutoring
Rooms in the Young Adult Division and close to the AV Collection and Seating Area. Young
adults will be some of the heaviest users of the AV materials and will be going back and
forth between these two areas. This area should also be near the Circulation Desk and/or
Reference Desk so that staff may supervise the young adults, but the space should not be
near the Children's Library. The Young Adult Collection and Seating Area should be visible
from the Reference Desk so that the staff can assist teens with homework assignments and
encourage them to use other library resources.

ADJACENT:

Study/Tutoring Rooms
CLCSE:

AV Collection & Seating
PROXIMITY:

Circulation Desk

Reference Desk
AWAY:

Children's Library

This area may need to be expanded in the future as the cllection grows. To that end,
flexibility should be a goal, and a potential expansion plan would be wise.

Although natural light is highly desirable in this space, east and west facing windows are to

be avoided. Exterior windows may require roller shades or other light control devices. Any

operable windows in public areas will require lockable screens.
B s

-

All finishes in this area must be as indestructible as possible. The floor finishes must be
stain resistant, dirt repellant, durable, attractive and as maintenance free as possible since
they will get very heavy traffic. Wall finishes should be mark resistant, attractive, durable
and easy to clean. Since a special effort is being made to serve young adults in this area,
the interior design should include graphics, banners, and posters that appeal to teens.

CEILING:
Acoustical tile
WALLS:
Paint (Latex semi-gloss recommended); Sisal, Vinyl, or
Fabric wall covering with tackable acoustical panels; Corner guards
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for columns and walls; Hanging track; Vinyl or carpet cove base
FLOOR:

Anti-static carpet tile or heavy weight commercial anti-static carpet

with enhanced backing (No carpet pad permitted); Viny! or tile floor

around any water fountains

The Young Adult Collection and Seating Area must be accessible by means of a 36"
minimum aisle. The accessible aisle requirement is increased in increments of 1 ¥2" per &'
in distance to the nearest exit, cross aisle, or foyer. If an accessible aisle is less than 60”
wide, then turning and passing spaces of 60" by 60" must be located at any obstruction and
at reasonable intervals not exceeding 200'.

Aisles in stack areas must comply with accessibility requirements. Shelving height is
unrestricted uniess an attendant will not be available, then it is limited to 54" above the
finished floor.

Unless equivalent seating is readily accessible, a minimum of 5%, but no less than one, of
all fixed or built-in seating, tables, counters or carrels will meet accessibility requirements. A
minimum of 30" wide x 48” deep clear floor space will be provided with at least one
unobstructed side of the floor space adjoining either an accessible route or another clear
floor space. The knee space must be at least 27" high, 30" wide, and 19" deep. The top of
the table, carrel, or counter shall be from 28" to 34" above the finished floor.

If network access is available to the public for portable computers or other electronic
equipment, then access to data jacks and power receptacles must meet the criteria outlined
in the Telecommunications Space Detail.

Audible and visual emergency warning alarms are required. No location in the room can be
more than 50’ from a visual signal unless there are no obstructions higher than &' above the
finished floor, in which case, devices may be placed around the perimeter spaced to a
maximum of 100’

quirements as outiined in the Signage Space Detail.

3, fhs

A oderate to high level “of acoustical dampening is required to keep noise 'genérated in this
area from spreading throughout the library. Adequate sound isolation must be provided
through the use of acoustic ceiling, floor, and wall treatment

5

emperatuf should be maintained between 68° and 72° with a relative humidity of 40 - 60%
for collection preservation and human comfort., Thermostats in public areas should have

lockable covers. Ductwork should be baffled to prevent unacceptable noise levels in reading
rooms

g
evenly distributed in the bookstack area from one end of a range to the other and from the
top to the bottom of the bookstack. Provide non-glare and shadowless light within the aisles
for an even distribution of light to facilitate reading book spines and books. Books housed
on single-faced shelving units should be highlighted to attract patrons to these collections.
Spotlights are not acceptable.

Provide a minimum of 30 to 40 foot candles of light (with 50 foot candles preferred} at tablie
top level in the seating areas. Provide high guality, non-glare light in the seating areas for
reading and viewing computer screens.

The use of non-glare accent lighting to highlight this space is encauraged to help draw
young adults to this area. Consider use of neon light in this space to attract young adults.
Lighting should be zoned so that a partion of the fixtures can be turned off for energy
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savings when natural lighting is available or when lower levels of lighting are desirable

Provide one single data drop (jack) per reader seat, with @ minimum requirement of network
2 connectivity to at least two-thirds of the tables and carrels. The outlets can be wall-mounted
U at 6” above the table or carrel work surface, wali-mounted at 15” above the finished floor, or
in recessed floor boxes, accommodating two, four or more drops (jacks). The data cabling
can also be distributed via conduit and J-boxes with the data drops integrated into the
furniture. Associated power will be required consisting of one duplex power receptacle for
every data drop provided to support one computer and one monitor.

To provide universal access to power and data connections, wall-mounted receptacles and
outlets can be installed no less than 15" above the finished floor for forward reach access
and no less than 9" above the finished floor for side reach access, with a minimum of 30"
wide x 48" deep clear floor space. If no alternatives are provided to receptacles mounted at
6" above the work surface on the back wall of a carrel, the depth of the work surface cannot
exceed 24" for a side reach or 25" for a forward reach at accessible locations.

f% s
eference Desks will super'vns'é” It is critical that staff
can view the entire space, including bookstack and seating areas. If this space is located

within a room for sound attenuation, a window wall should provides unobstructed views of
the occupants in the room from the Circulation and/or Reference Desks

ignage includes a major area directional and identification sign which can be seen
from the Lobby, Circutation Desk, OPAC Area, and Reference Desk. This directional sign
(“Young Adults™) must be wall-mounted or ceiling hung at least 80" high when suspended
overhead on a path of travel and must have characters and numbers that are appropriately
sized according to the viewing distance, but no less than 3" in height. Characters must have
a width-to-height ratio of between 3:5 and 1:1 and a stroke width-to-height ratio between 1:5
and 1:10; must contrast with their background; and must be in a matte, eggshell, or other
non-glare finish. Permanent room identification signage (“Young Adults”} must be wall-

U mounted on the latch side of any door or entrance at 60" above the finished floor and shall
be 1/32” raised uppercase sans serif ype characters accompanied by Grade )l Braille.

Signage requirements may include directional signs for major collection categories, such as
“Classics,” "Paperbacks,” and “New Books.” A changeable insert sign system is required for
stack end panels. Shelf face sign carriers may be required.

Additional requirermnents include fire and life safety lighted exit signs, and may include a
building floor directory or stack location map, symbol flag signs in traffic paths for elevators
or rest rooms, restriction signs (e.g., “No Food or Drink"), changeable and permanent
information signs {e.g., “Please do not reshelve library materials”™), and donor recognition
plaques.

UNIT  UNIT EXTENDED
QTY Sq.Ft.  Sq.Ft

Description of Shelving Units

36" Aisle SF 66"H Stesl Shelving W/ 5 Shelves 18 12 216
3230 Young Adult
44" Alsle SF 66"H Magazine Display Shelving WI3 Shelves 2 14 28

12 Young Adult Current Magazines

() Description of Furniture & Equipment Units
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UNIT  UNIT EXTENDED

QTY Sq.Ft. Sq. Ft.
Chair, Lounge 3 35 105
Chair, Reader's 16 1] 0
Chair, Task 1 0 0
Computer, Public Desktop 1 0 0
Table, Reader's 4 90 360
1 50 50

Technology Carrel
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Th|s room will serve as a quiet study room for young adults. 1t may also serve as a space
for small group meetings, peer tutoring, 2 small multimedia viewing or listening room,
Internet use, or a space for teens to work on collaborative projects. The activity and noise
level in this room may be high, so acoustical treatment to contain the sound will be
necessary.

The Young Adult Homewaork Center should be located in a public area where it is highly
visible to staff at a nearby service desk or workroom. The room need to be a "glass hox" to
maximize supervision with at least one interior wall of glass.

i

‘ Reader Seats: 6

The Young Adult Homework Center should be adjacent to the Young Adult Collection and
Seating Area. The Young Adult Homework Center should be visible from the Circulation
Desk and/or Reference Desk so that staff can supervise the room.

Adjacent: Young Adult Collection and Seating

Proximity:  Circulation Desk
Reference Desk

This area may need to be expanded ora dlfferent function placed here if it moves. To that
“end, flexibility Id be a goal, and a potential expansion plan would be wise.

Although natural light is highly desirable in this space, east and west facing windows are to
be avoided. Exterior windows may require roller shades or other light control devices.

Finlg] e :
Al finishes in thls area mus be as indestructible as possﬂale The floor ‘r" nishes must be
stain resistant, dirt repellant, durable, attractive and as maintenance free as possible since
they will get very heavy traffic. Wall finishes should be mark resistant, attractive, durable
and easy to clean.

CEILING:
Acoustical tile
WALLS:
Paint (Latex semi-gloss recommended; Sisal, Vinyl, or
Fabric wall covering; Caorner guards for columns and walls; Hanging track;
Vinyl or carpet cove base
FLOOR:
Anti-static carpet tile or heavy weight commercial anti-static carpet
with enhanced backing (No carpet pad permitted); Vinyl or tile floor
around any water fountains

The Young Adult Homework Area must be accessnble by means of a 36" minimum aisle.
The accessible aisle requirement is increased in increments of 1 %" per 5’ in distance to the
nearest exit, cross aisle, or foyer. If an accessible aisle is less than 60" wide, then turning
and passing spaces of 60" by 60" must be located at any obstruction and at reasonable
intervals not exceeding 200'.

Aisles in stack areas must comply with accessﬂ:ﬂﬂy requwements Side aisles, which run
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parallel to stack sections, can be no longer than 20 to 21 feet (6 1o 7 stack sections) without
a cross aisle (range aisle) provided to break up the side aisles. Both side and range aisles
are required to be 36" wide. Main aisles are principle access routes which run perpendicular
to side aisles and must be a minimum of 44" wide. End aisles, which serve a single-faced
section of stacks and run perpendicular to side aisles, must be a minimum of 36" wide with
44" required if side aisles are only 36" wide. Shelving height is unrestricted unless an
attendant will not be available, then it is limited to 54" above the finished floor.

A minimum of 5%, but no less than one, of tables, counters or carrels will meet accessibility
requirements. A minimum of 30" wide x 48” deep clear floor space will be provided with at
least one unobstructed side of the floor space adjoining either an accessible route or
another clear floor space. The knee space must be at least 27" high, 30" wide, and 19"
deep. The top of the table, carrel, or counter shall be from 28" to 34" above the finished
floor.

If network access is available to the public for portable computers or other electronic
equipment, then access to data jacks and power receptacles must meet the criteria outlined
in the Telecommunications Space Detail.

Audible and visual emergency warning alarms are required. No location in the room can be
more than 50’ from a visual signal unless there are no obstructions higher than 6’ above the
finished floor, in which case, devices may be placed around the perimeter spaced to a
maximum of 100’

Signage will meet requirements as outlined in the Sig

nage Space Detail,
e

]

Moderate to high acoustical isolation is required in this room. The room’s surfaces should be
absorptive and include carpet, acoustical wall panels, and acoustical ceiling tiles. Ceiling tile
must have a high sound isolation rating, and other sources of sound penetration, including
recessed electrical boxes, doors, window mullions and thickness of glass, and ceiling
system must be addressed. A white noise or sound masking system may be required to
provide an appropriate environment for performances or presentations.

Temperature to be controlled at 68° and 72° when heating and 72° to 78° when cooling for
energy savings. Relative humidity at 30 to 60% and ventilation at § to 12 cubic feet per
minute per person with 3 to 10 air exchanges per hour. Ventilation must provide rapid
dispersal of any heat produced by equipment or high number of occupants. Area requires
individual thermostat with lockable cover. Ductwork should be baffled to prevent
unacceptable noise levels in the Homework Center.

145

Provide a minimum of 30 to 40 foot candles of light (with 50 foot ca
top level in the seating areas. Provide high quality, non-glare light in the seating areas for
reading and viewing computer screens. Lighting should be dimmable for multimedia viewing
and extended computer use. Lighting should be zoned so that a portion of the fixtures can
be turned off for energy savings when natural lighting is available or when lower levels of
lighting are desirable

Provide one standard quad communications outlet (two voice and two data) co-located with
associated power at each workstation position. The outlets should be mounted at 15" above
the finished floor for desks that are adjacent to a wall. If modular furniture is used, the
communications cabling can be distributed via conduit and J-boxes with the communications
outlets integrated into the furniture.

To provide universal access to power and data connections, wall-mounted receptacles and
outlets can be installed no less than 15" above the finished floor for forward reach access
and no less than 9" above the finished floor for side reach access, with a minimurm of 30"
wide x 48" deep clear floor space. If no alternatives are provided to receptacles mounted at
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6" above the work surface, the depth of the work surface cannot exceed 24" for a side reach

receptacle should be located in a position suitable for a mobile cart to be plugged in and
viewed from the table. A television distribution outlet should be provided adjacent to the
power outlet. A projection screen or unobstructed wall surface(smooth texture, white

paint)should be provided for use of portable film{e.g. 35mm slide) or computer projector.

i

Staff at the Circulation and/otr Reference Desks will supervise this area. It is critical that staff
can view the entire space. If this space is located within a room for sound attenuation, a
window wall should provide unobstructed views of the occupants in the room from the
Circulation and/or Reference Desks

A Permanent room id

o

i

entification sign {*Homework Center”) wall-mounted on the latch side

of the doors at 60" above the finished floor with 1/32" raised uppercase sans serif characters
accompanied by Grade It Braille. This room identification sigh may include an “In-Use” slider
panel or a sign carrier for posting schedules. Additional signage requirement includes room
identification number as assigned by facilities staff.

" UNIT  UNIT EXTENDED
QTY Sq.Ft.  Sq.Ft.

Description of Furniture & Equipment Units

Chair, Group Study 6 0 0
Table, Group Study 1 145 145
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C

ac BUILDING

50,692

— SQFT:

Budget Activity Cost
New Construction $10,239,784
Site Development $1,520,760
Site Acquisition $1,220,000
Furniture & Equipment $1,774,220
Technology Cabling $253,460
Signage $101,384
Architectural & Engineering Fees $940,844
Professional Construction Cost Estimator $58,803
Construction Management $352,816
Interior Design $141,938
Planning & Administration $823,238
Collection Moving $60,000
Contingency $1,176,054

Project Cost Estimate Total: $18,663,301
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